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Be aware of Pyrophoric Hazards 

What Happened: 

For maintenance work, a distillation column 
at a refinery was stopped, cleaned and 
opened. Air started to react with FeS and 
carbon deposits inside the column. Due to 
the heat of the internal fire the column 
collapsed.

Aspects:

⮚Iron equipment in oil & gas environment can form FeS on the 
inside. Packed towers are prone to this. When opening, the 
FeS will react even at room temperature with oxygen. When 
temperature increases also (hydro-)carbon residues can burn 
and the heat can weaken the metal equipment quickly.

⮚Before opening a refinery tower, one must consider the 
hazards from pyrophoric or self-heating deposits.

⮚Chemical cleaning methods may help to reduce the risk of 
packing fires by removing combustible materials but cannot 
be assumed to be sufficient for eliminating the hazard.

⮚Frequent wetting and temperature monitoring can be applied 
to control the heat of oxidation after opening.



Robohnya Kolom Distilasi
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Berhati-hatilah terhadap bahaya Pyrophoric!

Apa yang Terjadi:

Dalam rangka pekerjaan pemeliharaan, operasi
kolom distilasi di sebuah kilang dihentikan untuk
dibersihkan dan dibuka. Seketika udara mulai
bereaksi dengan FeS dan endapan karbon di
dalam kolom. Akibatnya kolom roboh
disebabkan panas yang timbul dari api hasil
reaksi di dalam kolom.

Aspek:

⮚Peralatan besi di lingkungan minyak & gas dapat membentuk FeS di
bagian dalamnya, khususnya packed tower yang rentan terhadap hal
ini. Saat dibuka, FeS akan bereaksi dengan oksigen, bahkan pada suhu
ruangan. Ketika suhu meningkat, residu (hidro-)karbon juga dapat
terbakar dan panasnya dapat melunakkan peralatan logam dengan
cepat.
⮚Sebelum membuka sebuah refinery tower, satu hal yang harus

dipertimbangkan adalah bahaya dari pyrophoric atau endapan yang
dapat panas dengan sendirinya (self-heating)
⮚ Pembersihan bahan kimia atau chemical cleaning dapat mengurangi

resiko packing fire dengan membuang bahan-bahan yang mudah
terbakar, akan tetapi tetap tidak dapat dianggap cukup untuk
menghilangkan bahaya.
⮚ Pemantauan suhu dan pembasahan yang terus-menerus pada alat

dapat diterapkan untuk mengendalikan panas yang muncul akibat
oksidasi pyrophoric setelah pembukaan kolom
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